HYGROMATI

Rohreinschublifter fur 200mm Rohre

Besonderheiten:

— Hochste Energieeffizienz durch EC-Technik.

— Schutzart IP44 (IP 45 entsprechend der Einbaulage miglich).

— Drehzahl-Boost-Funktion tber Netzspannungsschalter.

— Vibrationsentkoppelter Motar.

— Weltspannung - universell einsetzbar fiir alle Netzspannungen und Frequenzen zwischen
85-265 V bzw. 50-60 Hz. Liifterdrehzahl unabhangig von Netzfrequenz.

Allgemeine Eigenschaften:

— Material: Glasfaserverstarkter Kunststoff, Gehause PP, Liifterrad PA.

— Anschluss iiber 3-polige Europaklemmleiste max. 1,5 mm2,

— Schutzklasse 2

— Zulassungen: VDE 60335-3-80, UL, CE-Konform, CSA auf Anfrage.

— Gewicht: 400 g.

Anschlussheispiele

Belsplel 3:
Einfacher Anschluss
Nom-Speed ohne
Umschaltung
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VAC dB(A) Bel(A) i °C Stunden Stunden

nominal 47,1 , 25 2750
~  AC 100 NR 115/230  50-60 85...265 u -10...+55 70000 / 40 000
boost 61,8 X 4,5 3500
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Inline duct fan for 200mm tubes

Highlights:

— Highest energy efficiency thanks to EC technology.

Protection class IP44 (IP45 possible depending on mounting position).
Speed-boost function via mains voltage switch.

— Vibration-isolated motor.

Global voltage - one product applicable for all line voltages and frequencies
between 85-265 VAC and 50/60 Hz. Fan speed independent from power frequency.
General features:

— Material: fibreglass-reinforced plastic, housing PP, impeller PA.

Electrical connection via 3-pole terminal block, max. 1.5 mm2.

Protection class 2.

Approvals: VDE 60335-3-80. UL, CE, CSA on request.

Mass: 400 g.
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VAC dB(A) Bel(A) Hours Hours

nominal 47,1 35 47 2750
~  AC 100 NR 115/230 50-60 85...265 ] -10..+55 70000/ 40 000
boost 61,8 42 53 45 3500




